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Advantages Lubricant Engineering for Industry  

Testing Design 

Test topic  :      Die lubricant             Plunger lubricant 

Purpose  : ……………………………………………………………………………………………… 

Customer name  : ……………………………………………………………………………………………… 

Address  : ……………………………………………………………………………………………… 

Contact person  : ……………………………………………………………………………………………… 

Trial Date  : ……………………………………………………………………………………………… 

Sale Responsibility 

1. ……………………………………………………………………………………….. 

2. ………………………………………………………………………………………... 

3. ……………………………………………………………………………………….. 

4. ……………………………………………………………………………………….. 

5. ……………………………………………………………………………………….. 

Sample for trial 

Name : ……………………………………… Volume : …………………………………………. 

Machine 

Name : ……………………………………… Size : ………………………………………………. 

Parts 

Name : ……………………………………… Weight : …………………………………………... 

Concentration 

Ratio : ………………………………………. 

Temperature 

Maximum : ……………………………….. Minimum : ………………………………………. 

Spray time : ……………………………... 

Trial period 

Start : ………………………………………... End : ……………………………………………….. 

Tool request for trial 

      Mixing tank 

      Lamotte (Equipment for measuring the absorbance of a sample) 

      Gun temperature 

      Other : …………………………………. 
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