
 

  
     
 
 
 

CHS-ASIA CHEMICAL CO.,LTD.22/6 Moo 4 RinchockchaiSoi, Theparak Rd, BangpleeYai, Bangplee, Samutprakarn 10540 Thailand 
Tel. +66-2762-0573-4   Fax.+66-2385-5117 E-mail ;info@98Oils.com  www.98Oils.com 

 

ISO 9000:2015 

Advantages Lubricant Engineering for Industry  

TRIAL FORM 

 

Name product : ……………………………. Ratio : ………………………… 

 

  

Company : ……………………………………………………………………………. Contact person : …………………………..... 

Address : ……………………………………………………………………………….   Date : …………………………………………... 

Time (Every 

30 minute) 

Absorbance 

(Lamotte) 
Parts 

Die Temperature 

Moving Die Fixed Die 

Start trial :   

Before Before 

After After 

Next :   

Before Before 

After After 

Next :   

Before Before 

After After 

Next :   

Before Before 

After After 
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Time (Every 

30 minute) 

Absorbance 

(Lamotte) 
Parts 

Die Temperature 

Moving Die Fixed Die 

Next :   

Before Before 

After After 

Next :   

Before Before 

After After 

Next :   

Before Before 

After After 

Next :   

Before Before 

After After 
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There was a problem with the parts.  

 

 

 

 

 

 

Time 
Absorbance 

(Lamotte) 
Parts 

Die Temperature  

Moving Die Fixed Die 

   

Before Before 
*Note 

problem 

 

After After 

   

Before Before 
*Note 

problem 

 

After After 

   

Before Before 
*Note 

problem 

 After After 

 
  

Before Before 
*Note 

problem 

 After After 
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Maintenance Die / Nozzle 

 

 

 

 

 

 

 

 

 

 

 

 

Trial problems : 

☐ Porosity ☐ Blister surface ☐ Hard point ☐ Release 

☐ Soldering ☐ Cracks ☐ Stain on Die ☐ Other 

☐ Shrinkage ☐ Scratch ☐ Carbon residues  

☐ Incomplete filling ☐ Stain on parts ☐ Nozzle clog  

Die : ☐ Yes                    ☐ No    Nozzle : ☐ Yes                    ☐ No    

Die life : ☐ New                  ☐ Old  

NG Parts 

Total parts  :  NG parts :  Percentage :  

Cause of NG parts:  

 

 


